
Are high levels of
moisture in your
concrete slab
causing issues 
with your project’s 
floor covering?
We can help.

•	 Kinetex: 100% RH*                                                                      

[No moisture Test or Vapor Barrier Required]

•	 Nexus Modular Carpet and 5mm LVT with                            

High Moisture Adhesive or Tile Tabs 99% RH*

•	 Cost efficient

•	 Long term performance

•	 Straightforward, easy to understand warranties

•	 Requires no special floor preparation

Warranty: Installed with 
Kinetex Adhesive or PreFix

Warranty: Installed with any 
other adhesive

Max RH, pH
Installed with Kinetex Adhesive

Lifetime Not Covered 100% RH, pH 11

Warranty: 
Installed 

with 
TileTabs

Warranty: Installed with 
Commercialon Premium 

Adhesive or Commercialon High 
Moisture Adhesive

(non-prorated)

Warranty:
Installed with any 

other adhesive

Max RH, pH 
Installed without 

Commercialon 
Premium Sealer

Max RH, pH Installed 
with Commercialon 

Premium Sealer

Max RH, pH Installed 
with Commercialon High 

Moisture Adhesive

Lifetime Lifetime 1 year 90% RH, pH 9

99% RH, pH 11 
(TileTabs)

97% RH, pH 11
(Commercialon 

Adhesive)

99% RH, pH12

10 Years
[5mm only] 10 Years 1 Year 90% RH, pH 9

99% RH, pH 11
(TileTabs, 5mm)
97% RH, pH 11
Commercialon 

Adhesive
(2.5 mm, 3mm)

99% RH, pH12
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*Product must be installed per manufacturer-approved instructions.

For more information contact your EF Contract 
Sales Representative or visit efcontract.com.


